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Drive Configuration

To achieve the optimal configuration for a chain drive, 
various parameters must be taken into account, such as 
the length of the chain, the force to be transmitted, and 
the available installation space. In general, a horizontal 
orientation of the sprocket axes is preferable, with the tight 
strand at the top and the slack strand at the bottom. In this 
case, the load in the longitudinal direction of the chain has 
a beneficial effect due to the influence of the chain’s own 
weight, and the chain is guided well into the sprocket teeth. 
An upper slack strand is only permissible with short center 
distances and minimal slack.

An inclined arrangement of the sprocket axis up to a  
60° angle from the horizontal is also considered a favorable 
position. Larger angles or a vertical arrangement, on the 
other hand, represent unfavorable drive configurations due 
to the poor engagement conditions of the lower sprocket, 
requiring auxiliary means for the necessary chain tension. 
Often, the theoretically most favorable relative position of 
the sprockets cannot be implemented in the design of a 
chain drive.

THE CORRECT POSITION OF THE CHAIN TENSIONER

By correctly positioning the chain tensioner, wear 
elongation can be minimized, thereby maximizing the 
service life of the chain drive. A chain tensioner should 
always be mounted in the slack strand. It is optimal to mount 
chain tensioner sprockets and chain tensioners immediately 
behind the drive sprocket to keep the length  
of the slack strand to be tensioned as short as possible.

THE TENSILE FORCE  
IN THE CHAIN

is not the determining factor 
when designing a chain 
tensioner. The decisive factor is 
the force acting perpendicular to 
the chain tensioner, for example 
due to the chain’s own weight.

Horizontal arrangement with the tight strand at the top 
(favorable)

Arrangement up to 60° inclination to the horizontal 
(favorable)

Vertical arrangement of the sprockets (unfavorable)

Drive  
sprocket

Driven 
sprocket

← tight strand ← 

→ slack strand →
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THE WEIGHT FORCE OF 
THE CHAIN

in the slack strand to be 
tensioned should not exceed 
the force of a spring that has 
already relaxed by 50%.

Specific weight of common 
chains:

Chain 10B-1 = 0.91 kg/m

Chain 12B-1 = 1.18 kg/m

Chain 16B-1 = 2.68 kg/m

DIFFERENT DRIVE CONFIGURATIONS

OMEGA TENSIONING STATION AS A READY-TO-INSTALL SYSTEM
Thanks to its double deflection, the Omega Tensioning Station assembly 
provides twice the tensioning travel. This solution is ideal for use with 
long chain runs that have significant slack.

CHAIN DRIVE WITHOUT A CHAIN TENSIONING SYSTEM | DISADVANTAGES

CHAIN DRIVE WITH CHAIN TENSIONING SYSTEM
Chain tensioner located in the slack strand immediately behind the drive 
sprocket, in combination with guide rails. Optimal and highly efficient 
chain support and tensioning.

REVERSE OPERATION
Two Spann-Box® units near the drive. When the direction of travel 
changes, we recommend using two chain tensioners near the drive, as 
the tight strand and the slack strand switch when the drive direction 
is reversed. For optimal guidance and increased durability, we also 
recommend using a return profile.

+	 Rough running
+	 Increasing slack in the chain
+	 Rapidly increasing chain wear

+	 Increasing noise
+	 Vibrations that can cause the chain to skip  

and breakage of the chain strand.

A COMBINATION

of rigid guide elements, slide 
bars, and a dynamically 
acting Spann-Box® provides 
the optimal tensioning 
solution for a chain drive.
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CHALLENGE IN REVERSE OPERATION

Power transmission occurs exclusively in the tight strand. 
This is where the maximum tensile force is present, ensuring 
that there is no slack in this section of the chain and that 
the chain is therefore always fully tensioned. The resulting 
force acting perpendicular to the chain tensioner is always 
greater than the maximum tensioning force of the  
Spann-Box®. Consequently, the chain tensioner located 

in the tight strand is fully compressed, eliminating any 
springback effect. If this force acting on the Spann-Box® 
is too great, avoidable wear occurs on both the chain 
tensioner and the chain. Optimal positioning of the  
Spann-Box® is therefore crucial, especially in reverse 
operation.

ARRANGEMENT RELATIVE TO THE CHAIN

1 = Minimum spring travel, 2 = Supporting slide bar, 3 = Support roller or slide shoe

Possible wear patterns caused by 
overloading the Spann-Box®

TANGENTIAL ALIGNMENT

The chain tensioner should be aligned parallel to the chain. 
Otherwise, there is a risk of uneven, one-sided wear.

MINIMUM SPRING TRAVEL

The Mini-Spanner, Spann-Boy®, and Spann-Box® chain 
tensioners operate with spring action or free movement. 
To prevent increased surface pressure and the resulting 
heavy wear on the slide profile, the chain tensioner should 
always have a minimum spring travel of 5 mm.
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SELECTING  
THE RIGHT CHAIN 
TENSIONING 
SYSTEM

MURTFELDT tensioning systems operate with free 
movement and thus provide a spring-like effect. As a result, 
they do not act as a rigid deflection under load. They can 
tension both inward and outward. The following data are 
guidelines for the use of our chain and belt tensioners. 
We always recommend a customized assessment of your 
specific application.

MAXIMUM DRIVE SPEEDS

The maximum possible speeds depend heavily on the duty 
cycle. For a high duty cycle, the following applies: up to  
1 m/s for standard Original S® green slide profiles. For higher 
speeds, Spann-Box® models with sprocket discs or slide 
profiles made of high-performance materials are available.

Designation / TYPE

Spann-Twist —1 m/s 

Spann-Box® TYPE 0 with roller 1 m/s —

Spann-Box® TYPE 1 with roller 3 m/s —

Spann-Box® TYPE 1 SR-L / SR-S  
with roller

2 m/s —

Spann-Boy® TS with roller 2 m/s —

Spann-Box® TYPE 1 K-L / K-S  
with sprocket

—2.5 m/s 

Spann-Boy® TS with sprocket —2.5 m/s 

Spann-Box® with a slide profile —1 m/s 

max. chain speed max. belt speed
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THE FOLLOWING 
APPLIES TO OUR 
TENSIONING 
SYSTEMS:

Even when the full tensioning 
travel has been utilized, 
the tensioning force is not 
exhausted — at least 50% of the 
initial tensioning force remains 
effective.



 13 of 1909 2026 | © MURTFELDT GmbH & Co. KG
Guide to tensioning systems

TENSIONING TRAVEL AND TENSIONING FORCE

Designation / TYPE Tensioning 
travel in mm

Spring  
version

Tensioning force, 
1 spring active

Tensioning force, 
2 springs active

Tensioning force, 
3 springs active

Mini-Spanner 16 
light – 19 – 13 N – 

heavy – 85 – 58 N – 

Spann-Box® TYPE 0 40 
light 58 – 32 N – – 

heavy 132 – 60 N – – 

Spann-Boy® TS 40 
light 65 – 33 N 

190 – 96 N 
– 

heavy 125 – 63 N – 

Spann-Box® TYPE 1 40 
light 58 – 32 N 116 – 64 N 174 – 96 N 

heavy 132 – 60 N 264 – 120 N 396 – 180 N 

Spann-Box® TYPE 30 40 
light 58 – 32 N 116 – 64 N 174 – 96 N 

heavy 132 – 60 N 264 – 120 N 396 – 180 N 

Spann-Twist 60 
light 42 N – – 

heavy – – – 

Spann-Box® TYPE 2 60 
light 148 – 82 N 296 – 164 N 444 – 246 N 

heavy 262 – 116 N 524 – 236 N 786 – 354 N 

To ensure the optimal amount of force is applied, we offer two different spring strengths (light and heavy) as well as the 
option to adjust the tensioning force individually by releasing individual springs.

BY LOOSENING INDIVIDUAL SPRINGS, YOU CAN ADJUST THE TENSIONING FORCE OF OUR CHAIN TENSIONERS.

2 springs active 3 springs active1 spring active

PERMISSIBLE ENVIRONMENTAL CONDITIONS

Temperatures for standard models:  
-40 °C to 60 °C with Original S® green slide profile

Temperatures for custom models:  
-40 °C to 200 °C with the appropriate plastic selection, as 
well as stainless steel springs and a stainless steel housing.

By selecting suitable materials for the slide profile and 
the housing, our Spann-Box®  range also offers chemical 
resistance and corrosion resistance.



Fig. Spann-Box® TYPE 1
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GREEN 
(top color bar)
OPTIMAL OPERATING RANGE

The chain tension is within the 
optimal operating range.

YELLOW 
(color bar in the middle)
NOT THE OPTIMAL OPERATING 
RANGE, BUT STILL SUFFICIENT

The tensioning force is no longer 
optimal, but still sufficient.

RED
(Color bar at the bottom)
INSUFFICIENT OPERATING 
RANGE; ACTION REQUIRED

The tensioning force has fallen 
below the level required for 
smooth and safe operation.
The chain tensioner must be 
readjusted.

VISUAL CONDITION INDICATOR

MURTFELDT Spann-Box® tensioning systems are equipped with a colored scale. 
This allows you to see at a glance the tension of the chain and thus determine 
whether the chain drive needs servicing.

DIFFERENCES IN TRACK PROFILES

Roller chains are typically tensioned on their rollers, which is why our slide profiles feature 
a track profile. This can be manufactured for simplex, duplex, and triplex chains. For smaller 
chains, it is also possible to use a U-profile.

U-profile Simplex  
track profile

Duplex  
track profile

Triplex  
track profile
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OPTIONS FOR SLIDE PROFILES

With a range of geometries available for slide profiles, as well as idler  
pulleys and sprockets, we offer solutions for a wide variety of chain drives  
and tensioning applications.

PULLEY/SPROCKET

	→ For small deflections

	→ At high chain speeds ( > 1 m/s)

BLOCK PROFILE

	→ Suitable for particularly heavy 
chains and high inertial forces

	→ Slide profile and tensioning core 
manufactured as a single piece

	→ No screw connections

	→ High stability

	→ 300 mm slide profile ensures 
support for multiple rollers in 
chains with larger pitch

ELLIPTICAL PROFILE

	→ Elliptical chain slide profile that 
can rotate through 180°

	→ For use in chain drives with 
varying operating conditions

	→ For applications where the chain 
drive angle changes

	→ Ideal for highly dynamic chain 
drives

ARC SEGMENT PROFILE

	→ Mechanically optimal slide  
profile shape

	→ Simultaneous contact with 
multiple rollers

	→ Optimal protection of the chain

SEMI-CIRCULAR PROFILE

	→ For 90° turns

	→ Contact with only a few chain 
rollers

	→ Recommended for tight 
installation spaces

RETURN PROFILE

	→ 180° deflection

	→ The 180° deflection allows for 
double the utilization of the 
longer tensioning travel
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More responsive 
behavior in response 

to changes in chain 
movement

Reduction of wear  
on the chain links

Automatic adjustment 
for chain elongation

Easy installation  
and condition checks

Smooth chain operation

Reduction of wear on the  
chain links

Reduction of working noise

Automatic readjustment

Compensating for chain and  
belt elongation

Used as a chain and belt guard

Easy installation and readjustment

Quick and reliable detection of the 
need for adjustment via sensors

Much more dynamic response 
to changes in chain movement 
compared to versions with  
sluggish gas springs or other  
damping elements

Standard solutions are available for 
almost all tensioning applications

ADVANTAGES OF MURTFELDT TENSIONING SYSTEMS

04
Advantages of the MURTFELDT Spann-Box®

The requirements of Machinery 
Regulation (EU) 2023/1230 are 
already taken into account in 
MURTFELDT tensioning systems.
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ADVANTAGES 
OF THE 
PLASTICS USED 
BY MURTFELDT

Excellent sliding properties 
result in lower friction

High wear resistance  
extends maintenance intervals 
and reduces the need for 
replacement parts

Temperature resistance
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Using our engineering questionnaire, you can provide us 
with your technical specifications so that we can offer you 
the best possible advice and help you choose the right 
solution. Please email us the completed questionnaire so 
that we can assist you as quickly as possible.

You can find the engineering questionnaire and additio-
nal information about our chain tensioning systems here:

Some of our chain tensioners for the machine and plant 
engineering industry already feature smart components 
for automated wear monitoring. Learn more about our 
tensioning systems with sensors at murtfeldt.de/en-GB.

You can find a detailed overview of the available products 
in our catalog: 

Looking for the right tensioning system for your application?

SEND AN  
ENQUIRY NOW!

With our wide range of tensioning systems, we can quickly and precisely meet 
almost any requirement. If you‘re looking for a custom solution, our consulting 
service is available to assist you at any time, with no obligation.

murtfeldt.de/en-GB/Tensioning murtfeldt.de/en-GB/Downloads

QUESTIONS ABOUT 
OUR TENSIONING 
SYSTEMS?

We’re happy to help.

Henning Müller
Tensioning Systems Specialist 
originals@murtfeldt.de

https://murtfeldt.de/en-GB/Products-Applications/Tensioning/Tensioning-Overview/
https://murtfeldt.de/en-GB/Downloads/
https://originals@murtfeldt.de


MURTFELDT GmbH & Co. KG  
Heßlingsweg 14-16  
44309 Dortmund | Germany 

Postfach 120161 
44291 Dortmund | Germany

Phone +49 (0)231 206 09-0 

info@murtfeldt.de  
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